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17. Connect the other end of the interconnect cables  
to the back of the NVIDIA Quadro Plex 1000.

 

 18. Connect the USB cable supplied with the NVIDIA Quadro Plex 1000 
from the NVIDIA Quadro Plex interface card in the host system to 
one of the USB connectors on the back of your host system. This 
enables the USB ports on the NVIDIA Quadro Plex 1000.  

19. Connect the DVI cable from the monitor to one (1) of the four (4) DVI 
connectors on the two graphics cards in the NVIDIA Quadro Plex 1000.
Normally, the active DVI connector is the left most bottom connector.

	   
Model III Only  

  Connect one end of the DVI cable to the 
DVI connector on the NVIDIA Quadro SDI 
option board, and the other end to the 
north DVI connector on the NVIDIA Quadro 
FX 5500 GPU (A to A and B to B in the 
diagram). The cable must be connected to 
the north DVI connector. The NVIDIA Quadro 
SDI will not work properly if the cable is 
connected to the south DVI connector.

 

  Refer to NVIDIA Quadro Plex 1000 Installation Guide for instructions 
on installing the Drivers in a Windows or Linux environment.

Note: There is no speci�c order when connecting the interconnect cables between the host system and  
the NVIDIA Quadro Plex 1000. 
Note: There is no speci�c order when connecting the interconnect cables between the host system and  
the NVIDIA Quadro Plex 1000. 

Note: When connecting one monitor to the NVIDIA Quadro Plex 1000, the active display connector is speci�ed by 
your motherboard and SBIOS. This means that there is no standard way to determine which DVI connector on the 
NVIDIA Quadro Plex 1000 is active when connecting one monitor. In most cases, the active DVI connector would be 
the left-most, bottom connector.

Note: When connecting one monitor to the NVIDIA Quadro Plex 1000, the active display connector is speci�ed by 
your motherboard and SBIOS. This means that there is no standard way to determine which DVI connector on the 
NVIDIA Quadro Plex 1000 is active when connecting one monitor. In most cases, the active DVI connector would be 
the left-most, bottom connector.

Rack Mount Instructions

 10. Slide the VCS onto the side bracket installed 
in the cabinet in Step 2. Be sure to line 
up the alignment bracket on the VCS to 
the alignment pins on the side panel.

11.  Connect the power cord to the VCS.

 12. Secure the VCS to the rack and side panel  
using the two (2) thumb screws 
provided in the kit.

13. Rotate the NVIDIA logo on the front VCS bezel.

  

14. Prepare the second VCS by 
following steps 1 through 13.

15. Install the mid-cap between the two VCSs in   
the rack using the four (4) screws provided.

16. Connect the two NVIDIA Quadro Plex 
interconnect cables supplied with the NVIDIA 
Quadro Plex 1000 to the exposed connectors 
of the NVIDIA Quadro Plex interface card 
that is installed in the host system.
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If you are installing one VCS into the rack, go to Step 16. If you are installing a 
second VCS into the rack next to the �rst VCS, you need to continue with Step 14.




